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Indoor Unit

• Personalized AirControl

 

• Super slim

• Eligant design

• 4-speed drive
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Outdoor Unit

• New designed fan

 

• Stylish design

 

• Easy installation

 

Controller

• Easy operation

  

• TISI Certi"cate

 

• Vertical Flow
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Features and bene"ts

Auto Mode (cooling) 3-Minute Protection

 

24

24-Hour Timer

Self Diagnosis Comfortable Sleep

Built-in Drain Pump

Inner Groove Copper Tube

Environmental Friendly



Speci cation
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Nominal testing conditions:

Cooling - Indoor 80°F DB / 67°F WB (27°C DB / 19°C WB)  & Outdoor 95°F DB / 75.2°F WB (35°C DB / 24°C WB)

York set model YLKFZC012BAETA YLKFZC018BAETA YLKFZC025BAETA YLKFZC032BAETA YLKFZC036BAETA YLKFZC040BANTA YLKFZC048BANTB

York indoor model YLKFXC012BAETA YLKFXC018BAETA YLKFXC025BAETA YLKFXC032BAETA YLKFXC036BAETA YLKFXC040BANTA YLKFXC048BANTB

York outdoor model YLKFYC012BAETA YLKFYC018BAETA YLKFYC025BAETA YLKFYC032BAETA YLKFYC036BAETA YLKFYC040BANTA YLKFYC048BANTB

Power supply V/Ph/Hz 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50 220-240/1/50 380-415/3/50 380-415/3/50

Cooling

Capacity       Btu/h 12000 18000 25000 32000 36000 40000 48000

Capacity W 3516 5275 7327 9376 10548 11720 14065

Input           W 1247 1871 2598 3325 3640 4156 5100

Rated current   A 5.67 8.50 11.81 15.8 16.9 7.10 8.4

EER Btu/h.W 9.62 9.62 9.62 9.6 9.9 9.62 9.62

COP W/W 2.82 2.82 2.82 2.82 2.82 2.82 2.75

Max. input consumption        W 1621 2526 3638 5055 5185 4600 6200

Max. current               A 7.37 11.48 16.53 24 25 8.3 10.1 

Starting current               A 30 45 68 40 42 62 65.8

Operation Control \ Wireless Remote Controller

Indoor fan motor

Input/Output W 63/20 93/33 104/37 187/88 187/88 187/88 187/88

Running current A 0.23 0.45 0.46 0.78 0.78 0.78 0.78

Capacitor       μF 2 3 5 5 5 5 5

Speed (SH/Hi/Me/Lo) rpm 760/680/590/500 540/490/420/360 650/600/520/430 750/650/550/450 750/650/550/450 750/650/550/450 750/650/550/450

Indoor air 'ow (SH/Hi/Me/Lo)    m
3
/h 658/586/508/432 1249/1133/971/833 1249/1153/999/826 1735/1460/1150/850 1735/1460/1150/850 1901/1600/1350/1050 1901/1600/1350/1050

Indoor air 'ow (SH/Hi/Me/Lo)    CFM 387/345/299/254 735/667/572/490 735/678/588/486 1020/850/677/500 1020/850/677/500 1118/942/795/618 1118/942/795/618

Indoor noise level (SH/Hi/Me/Lo)-rated dB(A) 42.5/40/37/34 40/39/36/34 44/42/40/36 48/46/43/40 48/46/43/40 49/48/43/40 49/48/43/40

Indoor noise level (SH/Hi/Me/Lo) dB(A) 44.7/41.8/38.9/36.8 42.4/40.6/38.4/36.1 46.4/44.5/41.7/38.6 50.5/48.5/45/41.5 50.5/48.5/45/41.5 50.9/49.5/45/41.5 50.9/49.5/45/41.5

Indoor dimension

Unit (WxHxD)
Body(mm) 570x260×570 840x204x840 840x204x840 840x246x840 840x246x840 840x288x840 840x288x840

Panel(mm) 700x60×700 950x60x950 950x60x950 950x60x950 950x60x950 950x60x950 950x60x950

Packing (WxHxD)
Body(mm) 675x375×675 980x290x980 980x290x980 985x350x985 985x350x985 985x380x985 985x380x985

Panel(mm) 745x110×745 1020x130x1020 1020x130x1020 1020x130x1020 1020x130x1020 1020x130x1020 1020x130x1020

Indoor weight Net/Gross weight
Body (Kg) 26.3/31 25/30 28.5/33.5 36/41 36/41 35.5/40.5 35.5/40.5

Panel (Kg) 4.2/6.3 6.5/9 6.5/9 6.5/9 6.5/9 6.5/9 6.5/9

Compressor

Type Rotary Rotary Rotary Rotary Rotary Rotary Scroll

Capacity     W/h 3570 4770 7100 9700 10060 11850 14930

Input          W 1220 1620 2360 3160 3470 3915 4880

Rated current(RLA) A 5.8 7.5 10 14.5 16.6 6.9 8.3

Locked rotor Amp(LRA)   A 26 43.0 68 70 80 62 65.8

Thermal protector     Internal

Outdoor fan 

motor

Input/Output W 78/30 95/35 95/35 150/80 257/142 257/142 257/142

Running current A 0.35 0.45 0.45 0.78 1.1 1.1 1.1

Capacitor       μF 3 3 3 5 10 10 10

Speed        rpm 860 860 860 680 850 850 850

Outdoor air 'ow            m
3
/h(CFM) 2000(1176) 2500(1470) 2500(1470) 3500(2059) 5500(3235) 5500(3235) 5500(3235)

Outdoor noise level -Rated dB(A) 54 53 54 57 62 62 62

Outdoor noise level  -Tested dB(A) 56.1 54.8 56.1 59 64 64 64

Outdoor 

dimension

Unit (WxHxD) mm 840×645×260 870x685x355 870x685x355 1010x840x410 1070x830x485 1070x830x485 1070x830x485

Packing(WxHxD) mm 975×685×345 1000x765x415 1000x765x415 1105x940x420 1192x940x575 1192x940x575 1192x940x575

Outdoor weight Net/Gross kg 42/44.5 49/53 53/57 72.5/80.5 84/93 84/93 93.5/102.5

Refrigerant

Type R-410A

Charge g 1100 1900 2300 3000 3400 2900 3180

Additional weight g/m 30 50 50 50 50 50 50

Refrigerant pipe

Liquid side/Gas side mm Ø6.35/Ø12.7 Ø6.35/Ø15.88 Ø9.52/Ø15.88 Ø9.52/Ø15.88 Ø9.52/Ø19.05 Ø9.52/Ø19.05 Ø9.52/Ø19.05

Min. length m 5 5 5 5 5 5 5

Max.length/Max.

height   
m 15/5 15/5 20/5 20/5 20/10 40/20 40/20

Operation temperature range              °C 16～28 18～30 18～30 18～30 18～30 18～30 18～30

Ambient temperature range               °C 18～43 18～43 18～43 18～43 18～43 18～43 18～43

Application area            m
2

16-26.5 16-26.5 32-41 39-60 39-70 39-70 40-90

Qty’per 20’& 40’&40HQ (Set) Piece 60/125/140 60/125/140 42/85/95 28/60/66 28/55/66 28/55/66 28/55/64


